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using two or more specific interconnected hardware modules
or devices with related control and data signals that can be
communicated between and through the modules, or as por-
tions of an application-specific integrated circuit. Accord-
ingly, the present system encompasses software, firmware,
and hardware implementations.

In accordance with various embodiments, the methods
described herein may be implemented by software programs
tangibly embodied in a processor-readable medium and may
be executed by a processor. Further, in an exemplary, non-
limited embodiment, implementations can include distrib-
uted processing, component/object distributed processing,
and parallel processing. Alternatively, virtual computer sys-
tem processing can be constructed to implement one or more
of the methods or functionality as described herein.

It is also contemplated that a computer-readable medium
includes instructions 820 or receives and executes instruc-
tions 820 responsive to a propagated signal, so that a device
connected to a network 824 can communicate voice, video or
data over the network 824. Further, the instructions 820 may
be transmitted or received over the network 824 via the net-
work interface device 808.

While the computer-readable medium is shown to be a
single medium, the term “computer-readable medium”
includes a single medium or multiple media, such as a cen-
tralized or distributed database, and/or associated caches and
servers that store one or more sets of instructions. The term
“computer-readable medium” shall also include any medium
that is capable of storing, encoding or carrying a set of instruc-
tions for execution by a processor or that cause a computer
system to perform any one or more of the methods or opera-
tions disclosed herein.

In a particular non-limiting, example embodiment, the
computer-readable medium can include a solid-state
memory, such as a memory card or other package, which
houses one or more non-volatile read-only memories. Fur-
ther, the computer-readable medium can be a random access
memory or other volatile re-writable memory. Additionally,
the computer-readable medium can include a magneto-opti-
cal or optical medium, such as a disk or tapes or other storage
device to capture carrier wave signals, such as a signal com-
municated over a transmission medium. A digital file attach-
ment to an e-mail or other self-contained information archive
or set of archives may be considered a distribution medium
that is equivalent to a tangible storage medium. Accordingly,
any one or more of a computer-readable medium or a distri-
bution medium and other equivalents and successor media, in
which data or instructions may be stored, are included herein.

In accordance with various embodiments, the methods
described herein may be implemented as one or more soft-
ware programs running on a computer processor. Dedicated
hardware implementations including, but not limited to,
application specific integrated circuits, programmable logic
arrays, and other hardware devices can likewise be con-
structed to implement the methods described herein. Further-
more, alternative software implementations including, but
not limited to, distributed processing or component/object
distributed processing, parallel processing, or virtual
machine processing can also be constructed to implement the
methods described herein.

It should also be noted that software that implements the
disclosed methods may optionally be stored on a tangible
storage medium, such as: a magnetic medium, such as a disk
or tape; a magneto-optical or optical medium, such as a disk;
or a solid state medium, such as a memory card or other
package that houses one or more read-only (non-volatile)
memories, random access memories, or other re-writable
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(volatile) memories. The software may also utilize a signal
containing computer instructions. A digital file attachment to
e-mail or other self-contained information archive or set of
archives is considered a distribution medium equivalent to a
tangible storage medium. Accordingly, a tangible storage
medium or distribution medium as listed herein, and other
equivalents and successor media, in which the software
implementations herein may be stored, are included herein.

Thus, a system and method to identify a source (or sources)
of a biological rhythm disorder have been described.
Although specific example embodiments have been
described, it will be evident that various modifications and
changes may be made to these embodiments without depart-
ing from the broader scope of the invention. Accordingly, the
specification and drawings are to be regarded in an illustrative
rather than a restrictive sense. The accompanying drawings
that form a part hereof, show by way of illustration, and not of
limitation, specific embodiments in which the subject matter
may be practiced. The embodiments illustrated are described
in sufficient detail to enable those skilled in the art to practice
the teachings disclosed herein. Other embodiments may be
utilized and derived therefrom, such that structural and logi-
cal substitutions and changes may be made without departing
from the scope of this disclosure. This Detailed Description,
therefore, is not to be taken in a limiting sense, and the scope
of various embodiments is defined only by the appended
claims, along with the full range of equivalents to which such
claims are entitled.

Such embodiments of the inventive subject matter may be
referred to herein, individually and/or collectively, by the
term “invention” merely for convenience and without intend-
ing to voluntarily limit the scope of this application to any
single invention or inventive concept if more than one is in
fact disclosed. Thus, although specific embodiments have
been illustrated and described herein, it should be appreciated
that any arrangement calculated to achieve the same purpose
may be substituted for the specific embodiments shown. This
disclosure is intended to cover any and all adaptations or
variations of various embodiments. Combinations of any of
the above-described embodiments, and other embodiments
not specifically described herein, may be used and are fully
contemplated herein.

The Abstractis provided to comply with 37 C.F.R. §1.72(b)
and will allow the reader to quickly ascertain the nature and
gist of the technical disclosure. It is submitted with the under-
standing that it will not be used to interpret or limit the scope
or meaning of the claims.

In the foregoing description of the embodiments, various
features are grouped together in a single embodiment for the
purpose of streamlining the disclosure. This method of dis-
closure is not to be interpreted as reflecting that the claimed
embodiments have more features than are expressly recited in
each claim. Rather, as the following claims reflect, inventive
subject matter lies in less than all features of a single disclosed
embodiment. Thus the following claims are hereby incorpo-
rated into the Description of the Embodiments, with each
claim standing on its own as a separate example embodiment.

The invention claimed is:

1. A method of locating a source of a thythm disorder of a
heart, the method comprising:

processing a first pair of cardiac signals to define a first

coefficient of variability associated with a variability of
the first pair of signals at a first region of the heart;

processing a second pair of cardiac signals to define a

second coefficient of variability associated with a vari-
ability of the second pair of signals at a second region of
the heart; and



